
SV1006: VLP analysis on Large 
Pore Size SEC-MALS 

HPLC Column, Sepax, SRT SEC-1000, 5 um, 7.8x300mm,  
Light Scattering SEC (215950LS-7830)  

HPLC Column, Sepax, SRT-C SEC-2000, 5 um, 7.8x300mm,  
Light Scattering SEC (235980LS-7830) 
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VLP #1 SEC/MALS analysis, SRT SEC-1000 
Column: SRT SEC-1000 (5 µm, 1000 Å), 
7.8x 300 mm, Light Scattering 
Mobile phase: 25 mM Tris, 150 mM NaCl, 
1 mM CaCl2,  pH 7.5 

Flow rate: 1 mL/min   
Detector: UV 280 nm, RI, MALS   
Column temperature: 25 ℃  
Injection volume: 50 µg protein VLP 1 
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VLP #1 (SRT SEC-1000) 
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VLP #2 SEC/MALS analysis, SRT SEC-1000 
Column: SRT SEC-1000 (5 µm, 1000 Å), 
7.8x 300 mm, Light Scattering 
Mobile phase: 25 mM Tris, 150 mM NaCl, 
1 mM CaCl2,  pH 7.5 

Flow rate: 1 mL/min  
Detector: UV 280 nm, RI, MALS   
Column temperature: 25 ℃,  
Injection volume: 50 µg protein VLP 2 
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VLP #2 (SRT SEC-1000) 
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VLP #2 SEC/MALS analysis, SRT-C SEC-2000 
Column: SRT-C SEC-2000 (5 µm, 2000 Å), 
7.8x 300 mm, Light Scattering 
Mobile phase: 25 mM Tris, 150 mM NaCl, 
1 mM CaCl2,  pH 7.5 

Flow rate: 1 mL/min 
Detector: UV 280 nm, RI, MALS 
Column temperature: 25 ℃,  
Injection volume: 50 µg protein VLP 2 
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VLP #2 (SRT-C SEC-2000) 
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VLP #2 SRT SEC-1000 vs. SRT-C SEC-2000 
Column: SRT SEC-1000 (5 µm, 1000 Å), SRT-C SEC-
2000 (5 µm, 2000 Å), 7.8x 300 mm, Light Scattering 
Mobile phase: 25 mM Tris, 150 mM NaCl,  
1 mM CaCl2,  pH 7.5 

Flow rate: 1 mL/min   
Detector: UV 280 nm, RI, MALS   
Column temperature: 25 ℃,  
Injection volume: 50 µg protein VLP #2 
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